


















































Cigarette Lighter Port × 1

USB-A × 2

USB-C × 2

48V DC Port × 1

Wireless Charging × 2

12VDC / 10A

5VDC / 3A, 9VDC / 2A, 12VDC / 1.5A, 18W Each

5/9/12/15/20VDC / 3A, 20VDC / 5A

48VDC / 8A

5W/7.5W/10W/15W

DC Output

Voltage

Current

Frequency

UPS

Power

AC Input

Interface

Power

Current

Voltage

2-pin Aviation Socket

1,200W Max.

15A Max.

12V to 145VDC

DC Input

Voltage

Input Current

44.8V to 57.6VDC

60A Max.

Battery Expansion Port

120VAC

20A Max.

50Hz / 60Hz

Switching time ≤20ms

2,400W Max. (0%-80% in 60 minutes @ 25°C / 77°F)

Voltage

Current

Frequency

120VAC

20A

50Hz / 60Hz

Power

Overload Power

2,400W in total

2520W~3000W@2min

3000W~3600W@5s

>3600W@0.5s

AC Output
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13. Button Operation Instructions

Operation Function

Press the AC Power Button

Press the DC power button

Press the USB Power Button

Press the AC and DC Power 

Buttons simultaneously and hold 

for more than 2 seconds till the 

output frequency flashes

Press the DC Power Button in the 

Setting Mode

Press the AC Power Button when 

the setting item is flashing

Press and hold the DC Power 

Button in the Setting Mode

Turn on / off the AC output

Turn on / off the cigarette 

lighter port and RV port 

output

Turn on / off the USB 

output

Enter / exit the Setting 

Mode

Navigate through the 

setting items

Enable or disable the 

selected function.

Switch the status page

/

/

/

In the Setting Mode, the icons for the 

currently enabled functions remain lit, 

except for the flashing output 

frequency icon.

If you do not perform any operation 

in 1 minute, the AC200P L will 

automatically  exit the Setting Mode, 

and no changes will be saved.

The flashing setting item is selected 

and editable. In the Setting Mode, 

the corresponding codes will be 

displayed on the left side: 

P01: Output Frequency

P03: Charging Mode

P04: Power Lifting Mode

P05: ECO Mode

P06: Bluetooth

P07: WiFi

/

You can view relevant information 

on the status page. 

         : Serial Number

         : Error code

         : Historical faults

         : Version

Description
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14. Troubleshooting

In the Setting Mode, press and hold the DC Power Button to switch the status page until 

the         icon and the error code appear simultaneously on the screen. Please refer to the 

table below for helpful guidance.

Error Code Description

Inverter overload

Inverter overtemperature 

protection, AC output off

Inverter short circuit

PV overvoltage

PV overtemperature

DC output short circuit

DC output overcurrent

DC output overtemperature

Charging temperature too

high

Charging temperature too 

low

Discharging temperature 

too high

Alarm Icon

E001

E002

E003

E033

E039

E065

E067

E068

E085

E086

E087

Check if the power consumption of your 

devices is too high. Reduce the load if 

necessary.

Wait for about 10 minutes until the unit 

cools down, then turn on the AC output 

again.

1.Check if the power consumption of your 

devices is too high.

2.Check if any of your electrical devices are 

causing a short circuit.

Make sure the PV input voltage is within 

the range of 12V to 145VDC.

Wait for about 10 minutes until the unit 

cools down, then re-enable the PV input.

1.Check if the power consumption of your 

devices is too high.

2.Check if any of your electrical devices are 

causing a short circuit.

Check if the power consumption of your 

devices is too high. Reduce the load if 

necessary.

Wait for about 10 minutes until the unit 

cools down, then restart your devices.

Wait for the unit to cool down before 

charging.

Make sure the unit is placed in an ambient 

temperature of 0°C to 40°C (32°F to 104°F).

Wait for the unit to cool down before 

discharging.

Troubleshooting
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Discharging temperature 

too low

Grid overfrequency

Grid underfrequency

/

E088

E115

E116

Others /

Make sure the unit is placed in an ambient 

temperature of -20°C to 40°C (-4°F to 104°F).

Check if the grid frequency is too high. 

Contact your local power provider if 

necessary.

Check if the grid frequency is too low. 

Contact your local power provider if 

necessary.

Please contact BLUETTI support for 

assistance.

When in Error Code page, press and hold the DC Power Button to switch the status page, 

when the         appears, you can view the fault history. To clear the fault history, press and 

hold the AC Power Button for 2 seconds, and then release it.
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This device complies with part 15 of the FCC Rules. Operation is subject to the following 

two conditions: 

(1) This device may not cause harmful interference. 

(2) This device must accept any interference received, including interference that may 

cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital 

device, pursuant to part 15 of the FCC Rules. These limits are designed to provide 

reasonable protection against harmful interference in a residential installation. This 

equipment generates, uses and can radiate radio frequency energy and, if not installed 

and used in accordance with the instructions, may cause harmful interference to radio 

communications. However, there is no guarantee that interference will not occur in a 

particular installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off and on, the 

user is encouraged to try to correct the interference by one or more of the following 

measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the 

receiver is connected.

- Consult the dealer or an experienced radio / TV technician for help.

FCC Caution: Any changes or modifications not expressly approved by the party 

responsible for compliance could void the user's authority to operate this equipment.

IMPORTANT NOTE: FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled 

environment. This equipment should be installed and operated with a minimum 

distance of 20cm between the radiator & your body.

Appx. 3  FCC Statement
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This device contains licence-exempt transmitter(s) / receiver(s) that comply with 

Innovation, Science and Economic Development Canada’s licence-exempt RSS(s). 

Operation is subject to the following two conditions:

(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may cause 

undesired operation of the device.

RF exposure statement: The equipment complies with IC Radiation exposure limits set 

forth for uncontrolled environments. This equipment should be installed and operated 

with a minimum distance of 20cm between the radiator and your body.

CAN ICES-3 (B)/NMB-3(B) (Canada) 

This Class B digital apparatus complies with Canadian ICES-003.

Appx. 4  IC Caution
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