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                                  AC200MAX + B300 *2 = 8192Wh

11.TECHNICAL SPECIFICATIONS
General Specs

Model No. B300
Net Weight 36.1kg (79.6lbs)

Dimensions 520*320*266mm (20.5*12.5*10.5in)

Charge Temperature 0-40℃ (32-104 ℉ )

Discharge Temperature -20-40℃ (-4-104 ℉ )

Storage Temperature -20-40℃ (-4-104 ℉ )

Working Environment 
Humidity

10-90%

Capacity 3072-12288Wh (60-240Ah)

Battery Type LiFePO4
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Standard Battery Voltage 51.2VDC

DC Output

Cigarette Lighter Port *1  12VDC,10A

USB-A *1  3.6-12VDC, 3A,18W

USB-C PD3.0 supported
*1  5-15VDC,3A;
20VDC,5A,100W

AC Input

AC(through 7909 via 
T500)

500W Max

Specs 58.8VDC, 8A

PV Input

MPPT(single) Voltage Limit 12-60VDC

Max. Power of Input 200W

Max Input Current 10A

Car Charging
Input Voltage 12/24VDC

Current 8.2A

Max Input Power 196.8W

Battery Port *2

Specs 58.8VDC, 80A

12. FAQ (Frequently Asked Questions)
● How to claim the warranty? 
Please refer to the warranty card you received from where you have ordered 
the product from.
● Can the unit be upgraded? 
When B300 has been connected to AC300, the firmware including ARM, DSP, 
IOT and BMS can be upgraded online through OTA via BLUETTI APP. 
● Can it be charged and discharged at the same time? 
Yes, the unit supports pass-through charging function for DC outputs.
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Company: POWEROAK GmbH
Address: Lindwurmstr. 114, 80337   
München Germany
Mail: logi@bluetti.de 

 
 
Company: POWEROAK ENERGY UK CO.,LTD
Address: Suite 108 Chase Business Center 39-41 
Chase Side London United Kingdom N14 5BP
Mail:poweroak.eu@bluetti.com

P/N:17.0303.0401-00A0


